

	Driver: John Prickett 
	Vehicle Brand & Model: AE T6.1 
	Internal Transmission Ratio: 2.60:1
	Tire Diameter: 98.5
	Final Drive Ratio: 
	Track Name & Location: Beachline Raceway Cocoa Fl 
	Surface: Turf
	Low: Off
	Med: Off
	High: Yes
	Track Run Line: 
	Tight: Yes
	Open: Off
	Race Length: 5min equals 6min main
	Final Gear Ratio: 8.45:1
	Notes: R1 motor fan. TQ and Win
	Motor Version: V3T Works
	Motor Wind: 13.5
	Rotor Diameter: 12.5
	Rotor Length: 
	Rotor Type: Spec
	Rotor Strength: 1712
	Motor Timing: 56°
	Tuning Pin Config: N/A
	Motor Temp After Race: 120°
	Battery Used: 5500mah Pro HV Graphene
	Battery Voltage After Race: 3.94
	ESC Version: 160a
	Firmware Version: 4.1
	Low Voltage Cutoff: Disabled 
	ESC Overheat Protection: 105°
	Race Mode: Stock/ Blinky
	Deadband: 6%
	BEC Output: 6v
	Initial Power Limiter: 30
	Throttle Rate: 24
	Drive Frequency: 4k
	RPM Lock: 100%
	Throttle Curve: Linear
	Initial Brake: 10%
	Drag Brake: 0%
	Brake Force: 100%
	Initial Brake Response: 5
	Brake Rate: 5
	Brake Frequency: 4k
	Brake Curve: Linear
	Boost Timing: 
	Boost Trigger Level: 
	Boost Trigger Rate: 
	Turbo Timing: 
	Start RPM: 
	Turbo Delay: 
	Activation Method: 
	Turbo On Rate: 
	Turbo Off Rate: 
	Clear Fields: 
	Print File: 
	Gearing: 24/78


